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Part 2: Safety Rules for Overhead Lines F-235-1

Conductors shall be arranged so that the vertical spacing shall be not less than that specified in
Table 235-8 under the conditions specified in Rule 235C2b(1)(c)

A supporting neutral conductor of a supply cable meeting Rule 230C3 or an effectively
grounded messenger of a supply cable meeting Rule 230C1 or 230C2 may attach to the same
insulator or bracket as a neutral conductor meeting Rule 230E1, so long as the clearances of
Table 235-8 are maintained in mid-span and the insulated energized conductors are positioned
away from the open supply neutral at the attachment.

Clearance and spacing between communication conductors, cables, and equipment
L.

o

The spacing between messengers supporting communication cables should be not less than
300 mm (12 in) except by agreement between the parties involved.

The clearances between the conductors, cables, and equipment of one communication utility to
those of another, anywhere in the span, shall be not less than 100 mm (4 in), except by agree-
ment between the parties involved.

Clearances in any direction from supply line conductors to communication antennas in the supply
space attached to the same supporting structure

1.

General

Communication antennas located in the supply space shall be installed and maintained only by
personnel authorized and qualified to work in the supply space in accordance with the
applicable rules of Sections 42 and 44. See also Rule 224A.

Communication antenna

The clearance between a communication antenna operated at a radio frequency of 3 kHz to

300 GHz and a supply line conductor shall be not less than the value given in Table 235-6, row
1b.

NOTE 1: The antenna functions as a rigid, vertical, or lateral open wire communication conductor.
NOTE 2: See Rule 420Q.

Equipment case that supports a communication antenna

The clearance between an equipment case that supports a communication antenna and a supply
line conductor shall be not less than the value given in Table 235-6, Row 4a.

Vertical or lateral communication conductors and cables attached to a communication antenna

The clearance between a supply line conductor and the vertical or lateral communication
conductor and cable attached to a communication antenna shall be not less than the value given
in Rule 239.
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V = Vertical clearance

H = Horizontal clearance

Figure 235-1—Clearance diagram for energized conductor
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